
********************************************************************************
22 Apr 2014 (1215-0015 UT) OPERATOR: mcb
WEATHER INFO: Winds-> 7.7 mph @ 83, 14.8 C, 39.5% RH, 609.7 Torr, ptly cloudy

 ARO 12-Meter Recommissioning:

 1.  Tom, Nick, Kevin, Mike, Sean, Martin and Bob are on site.

 2.  We rigged the dish so that it would not move in elevation when we
     released the brakes.

 3.  We bled the elevation brake lines.

 4.  We torqued the +X-Y outer and inner feed-leg bolts to 350 ft-lbs.

 5.  Sean continued work on the outdoor HVAC unit.

 6.  Martin and Kevin removed a bunch of unused cables from the pedestal
     and rearranged others accordingly.

 7.  Bob installed the 115 V duplex outlet in the E.00 left base cabinet.

 8.  We removed the temporary brake disk "nose rings" used to pull the
     antenna down in elevation, replacing it with a new swivel ring allowing
     us to move an extra 10 degrees lower.  This will also allow us to install
     4 of the 5 missing brake disk segments.

********************************************************************************
22 Apr 2014 (0015-1215 UT) OPERATOR:
WEATHER INFO: Winds-> 9.4 mph @ 264, 21.5 C, 24.1% RH, 608.3 Torr


